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Getting Started Guide

Introduction
Pexip Infinity is a distributed conferencing platform. It provides any number of users with their own personal Virtual Meeting 
Rooms, as well as larger Virtual Auditoriums, where they can hold conferences over voice, video and mobile, and share 
presentations. Virtual Meeting Rooms and Virtual Auditoriums can be accessed through a Virtual Reception IVR service, which allows 
all participants to dial a single number to access Pexip Infinity, and then use the DTMF tones on their endpoint to select the 
conference they wish to join. The platform also includes the Pexip Distributed Gateway, which interworks calls between different 
protocols, therefore providing you with a truly interoperable conferencing service.

All Pexip Infinity services exist simultaneously in multiple locations, allowing participants to share the same high-quality 
conferencing experience regardless of distance.

Pexip Infinity is made up of a Management Node and one or more Conferencing Nodes. All are virtual machines (VMs) that are 
deployed onto host hardware using hypervisors. The Management Node is deployed first, and is then used to configure the Pexip 
Infinity platform and deploy Conferencing Nodes.

This guide describes the minimum steps required to deploy a Pexip Infinity version 8 Management Node. It covers the following 
topics:

 l Prerequisites
 l Getting started with VMware
 l Getting started with Hyper-V
 l Getting started with other hypervisors
 l Running the installation wizard
 l Next steps

Full information on configuring and using Pexip Infinity is available from the Pexip Infinity Administrator Guide, which is available 
in two formats:

 l as a PDF from http://www.pexip.com/pexip-infinity-administrator-guide
 l as online help, by clicking the Help link in the top right corner of the Pexip Infinity web interface (available after the 

Management Node has been deployed).
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Prerequisites
Below are the prerequisites for installing the Pexip Infinity version 8 platform. There are further requirements for deploying the 
complete platform in your network. For more information on these, see the Pexip Infinity Administrator Guide.

Host servers
The following table lists the recommended hardware requirements for the Management Node and Conferencing Node host servers.

 Management Node Conferencing Node

Server manufacturer Any Any

Processor make* Any Intel Xeon E5-2600/4600 series (Sandy Bridge-EP 
architecture) or later 

Processor instruction set Any AVX2

Processor architecture 64-bit 64-bit

Processor speed 2.0 GHz 2.7 GHz or faster

No. of physical cores* 2** 8 cores per socket

Processor cache no minimum 20 MB or greater
(2.5 MB L3 cache per core)

Total RAM* 4 GB** 1 GB per core

RAM makeup Any All channels must be populated with a DIMM.

Hardware allocation The host server must not be over-committed in terms of either RAM or CPU. In other words, the 
Management Node and Conferencing Nodes each must have dedicated access to their own RAM 
and CPU cores.

Storage space required 100 GB 50 GB

GPU No specific hardware cards or GPUs are required.

Network Gigabit Ethernet connectivity from the host server.

Operating System The Pexip Infinity VMs run on bare-metal hypervisors so no OS should be installed.

Hypervisor  l VMware ESXi 4.1 or later

 l Microsoft Hyper-V 2012 or later

 l VMware ESXi 5.1 or later

* This does not include the processor and RAM requirements of the Hypervisor.

** Sufficient for deployments of up to 30 Conferencing Nodes. For larger deployments, you will need to increase the amount of RAM and 
number of cores. For more information, consult your Pexip support representative.

For further information, see the Pexip Infinity Server Design Guide.

Hypervisors
Pexip Infinity currently offers specific support for VMware ESXi and Microsoft Hyper-V hypervisors. Other hypervisors and 
orchestration layers may be used but are not officially supported. If you wish to deploy Pexip Infinity using a non-supported 
hypervisor, we recommend that you contact your authorized Pexip representative for assistance.

http://www.pexip.com/pexip-infinity-administrator-guide
http://pexip.com/pexip-infinity-server-design-guide
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For details on installation using a specific hypervisor, refer to the following sections:

 l Getting started with VMware
 l Getting started with Hyper-V
 l Getting started with other hypervisors
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Getting started with VMware

Supported ESXi versions
Version 8 of Pexip Infinity supports VMware vSphere ESXi 4.1, 5.0 and later, although we recommend ESXi 5.1. You must have a 
suitable VMware environment already installed. For information on configuring a VMware environment specifically for use with 
Pexip Infinity, see the Pexip Infinity Administrator Guide appendix on VMware ESXi administration.

Supported VMware editions
The Pexip Infinity platform will run on the free edition of vSphere Hypervisor. However, this edition has a number of limitations 
(limited support from VMware, no access to vCenter or vMotion, no access to VMware API). In particular, the lack of access to the 
VMware API means that all Conferencing Nodes will have to be deployed manually. For this reason we do not recommend its use 
except in smaller deployments, or test or demo environments.

The minimum edition of VMware that we recommend is the vSphere Standard edition. This does not have the limitations of the 
free edition. If you do not already use VMware in your enterprise, the vSphere Essentials Kit is a simple way to get started and will 
provide you with Standard edition licenses for 3 servers (with 2 CPUs each) plus a vCenter license.

For larger deployments, you may wish to use the Enterprise edition which includes additional features relevant to the Pexip Infinity 
platform, such as DRS (Distributed Resource Scheduler). DRS allows you to automatically move virtual machines between different 
physical host servers to balance the amount of load across the virtual machines (VMs) and the hosts.

The Enterprise Plus edition includes further additional features relevant to the Pexip Infinity platform that could be of benefit to 
larger deployments. These include Storage DRS and Distributed Switch.

For a comparison of the VMware editions, see http://www.vmware.com/products/datacenter-virtualization/vsphere/compare-
editions.html.

Synchronizing time
All host servers must be synchronized with accurate time before you install the Pexip Infinity Management Node or 

Conferencing Nodes on them.

We strongly recommend that you configure at least three distinct NTP servers or NTP server pools on all your host servers and 
the Management Node itself. This will ensure that log entries from all nodes are properly synchronized.

The following instructions describe how to synchronize time on the host server using the vSphere desktop client. You can also use 
the vSphere web client for hosts managed using vCenter; for instructions on this see the Pexip Infinity Administrator Guide.

To synchronize time on the host server using the vSphere desktop client:

 1. Log in to the VM manager (vCenter Server or the ESXi host).

 2. From the left-hand panel, select the host server on which the software image is to be installed.

 3. Select the Configuration tab.

 4. From the Software pane on the left-hand side, select Time Configuration.

 5. On the top right of the page, select Properties. The Time Configuration dialog box appears.

 6. In the NTP Configuration section, select NTP Client Enabled.

 7. Select Options.     

The NTP Daemon (ntpd) Options dialog box appears.

 8. From the left-hand panel, select General. Under Startup Policy, select Start and stop with host.

 9. Select OK.

 10. Select Options again.     

The NTP Daemon (ntpd) Options dialog box appears.

http://pexip.com/pexip-infinity-administrator-guide
http://www.vmware.com/products/datacenter-virtualization/vsphere/compare-editions.html
http://www.vmware.com/products/datacenter-virtualization/vsphere/compare-editions.html
http://pexip.com/pexip-infinity-administrator-guide
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 11. From the left-hand panel, select NTP Settings. Under NTP Servers, we strongly recommend that you configure at least 3 
distinct NTP servers or NTP server pools to ensure that log entries from all nodes are properly synchronized.

 12. Select Restart NTP service to apply changes, and then select OK.

To verify that NTP has been enabled correctly:

 1. Select the Configuration tab.

 2. From the Software pane on the left-hand side, select Time Configuration.

 3. Ensure that value in the Date & Time field is correct.

Installing the Management Node VM
The following instructions describe how to install the software image using the vSphere desktop client. You can also use the 
vSphere web client for deployments using vCenter Server; for instructions on this see the Pexip Infinity Administrator Guide.

To install a new instance of a Pexip Infinity Management Node using the vSphere desktop client:

 1. Download the Pexip Infinity OVA file (Pexip_Infinity_v8_VMware_pxMgr_<release>.ova) from www.pexip.com/software-
download.

 2. Log in to the VM Manager (vCenter Server or the ESXi host).

 3. Select File > Deploy OVF Template.... 
You will be taken to the Source page.

 4. Browse to the location of the Pexip Infinity OVA file and select Next >.
You will be taken to the OVF Template Details page.

 5. Select Next >.
You will be taken to the End User License Agreement page.

 6. Read the license agreement, and if you agree to the terms select Accept and then Next >.
You will be taken to the Name and Location page.

 7. Enter an appropriate name for the Management Node. This name will be used in the VMware interface to identify this 
Management Node virtual machine (VM).

 8. Select Next >.
You will be taken to the Resource Pool page.

 9. Select the resource pool for the Pexip Infinity Management Node.

 10. Select Next >.
You will be taken to the Disk Format page.

 11. Select Thick Provision.

 12. Select Next >. 
You will be taken to the Network Mapping page.

 13. Select the appropriate mappings and select Next >. 
You will be taken to the Ready to Complete page.

 14. Review the information and select Power on after deployment.

 15. Select Finish.

A window will appear showing the deployment progress. When deployment is complete this will say Completed Successfully. You 
can then Close the window.

http://pexip.com/pexip-infinity-administrator-guide
http://www.pexip.com/software-download
http://www.pexip.com/software-download
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Opening a console window
To run the installation wizard, which configures the Management Node, you must open a console window on the Management 
Node VM. To do this:

 1. Using either the vSphere desktop or web client, log into the Management Node's VM Manager (vCenter Server or, for stand-
alone deployments, the ESXi host).

 2. Power on the new Management Node VM (if it is not already powered on).

 3. Right-click on the new Management Node VM and select Open Console.

You must now run the installation wizard. For step-by-step instructions, see Running the installation wizard.
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Getting started with Hyper-V

Supported Hyper-V versions
Version 8 of Pexip Infinity supports Microsoft Hyper-V in the form of Microsoft Hyper-V Server 2012 and later, or Windows Server 
2012 and later. You must have a suitable Hyper-V environment already installed. For information on configuring a Hyper-V 
environment specifically for use with Pexip Infinity, see the Pexip Infinity Administrator Guide section on Configuring Hyper-V.

Synchronizing time
All host servers must be synchronized with accurate time before you install the Pexip Infinity Management Node or 

Conferencing Nodes on them.

We strongly recommend that you configure at least three distinct NTP servers or NTP server pools on all your host servers and 
the Management Node itself. This will ensure that log entries from all nodes are properly synchronized.

In Hyper-V, all time synchronization is configured using the Active Domain Controller. You must ensure that all VMs and host servers 
are using the same time. Consult your Hyper-V documentation for information on how to do this in your environment.

Installing the Management Node VM
To deploy a new instance of a Pexip Infinity Management Node using Hyper-V:

 1. Download the Pexip Infinity ZIP file (Pexip_Infinity_v8_HyperV_pxMgr_<release>.zip) from www.pexip.com/software-
download, and extract the files.

 2. Log in to Hyper-V.

 3. Right-click on the host server and select Import Virtual Machine....
This will start the Import Virtual Machine wizard.

 4. On the Locate Folder page, Browse to the folder containing the extracted files and select Next.
You will be taken to the Select Virtual Machine page.

 5. The wizard will automatically detect the folder and file containing the Management Node VM. Confirm that this is correct and 
select Next.
You will be taken to the Choose Import Type page.

 6. Select the type of import most appropriate for your environment (if you are unsure, select Restore the virtual machine). 
Select Next.

 7. Depending on the import type you have chosen, you may be asked for further information. Follow the prompts as required.
When the setup is complete, you will be taken to the Completing Import Wizard page.

 8. Review the summary and select Finish.

When the Management Node VM has been created successfully, it will appear in the list of Virtual Machines.

Opening a console window
To run the installation wizard, which configures the Management Node, you must open a console window on the Management 
Node VM. To do this:

 1. Log into Hyper-V.

 2. Start the new Management Node VM (if it is not already running).

 3. Right-click on the new Management Node VM and select Connect....

You must now run the installation wizard. For step-by-step instructions, see Running the installation wizard.

http://pexip.com/pexip-infinity-administrator-guide
http://www.pexip.com/software-download
http://www.pexip.com/software-download
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Getting started with other hypervisors
Pexip Infinity currently offers specific support for VMware ESXi and Microsoft Hyper-V hypervisors. Other hypervisors and 
orchestration layers may be used but are not officially supported. If you wish to deploy Pexip Infinity using a non-supported 
hypervisor, we recommend that you contact your authorized Pexip representative for assistance.

Some basic guidance is given below.

Static IP addressing
Pexip Infinity Management Nodes and Conferencing Nodes support static IP addressing only. The static IP addressing must be 
configured in both the Infinity node and the hypervisor or orchestration layer, so the latter must also support this.

Synchronizing time
All host servers must be synchronized with accurate time before you install the Pexip Infinity Management Node or 

Conferencing Nodes on them.

We strongly recommend that you configure at least three distinct NTP servers or NTP server pools on all your host servers and 
the Management Node itself. This will ensure that log entries from all nodes are properly synchronized.

Installing the Management Node VM
To install a new instance of a Management Node VM:

 1. Download the Pexip Infinity OVA file (Pexip_Infinity_v8_VMware_pxMgr_<release>.ova) from www.pexip.com/software-
download.

 2. Use this file to create an instance of a Management Node VM.

Opening a console window
To run the installation wizard, which configures the Management Node, you must open a console window on the Management 
Node VM. 

For step-by-step instructions, see Running the installation wizard.

http://www.pexip.com/software-download
http://www.pexip.com/software-download
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Running the installation wizard
When you have opened a console window on the Management Node VM, the following prompt will appear:
pexipmcumgr login:

To run the installation wizard:

 1. At the prompt, enter the username admin.
The display will read:
You are required to change your password immediately (root enforced)
Enter new UNIX password:

 2. Create a password for the Management Node operating system by typing the password, pressing enter, retyping the password, 
and pressing enter again.

 3. Ensure you record the password in a secure location. After you have finished running the installation wizard you will not need 
the password again unless you need to access the Management Node using SSH.
You will eventually be presented with another login prompt:
Running Pexip installation wizard...
[sudo] password for admin:

 4. Log in again with the password you just created.
The Pexip installation wizard will begin.

 5. Follow the prompts to set the following configuration for the Management Node. 
If you press enter, the default value will be applied:

Setting Default value Multiple entries allowed? Can be changed via Pexip 
Infinity web interface?

IP address 192.168.0.100 * No No ‡

Network mask 255.255.255.0 * No No ‡

Gateway 192.168.0.1 * No No ‡

Hostname <no default> No No ‡

Domain suffix <no default> No No ‡

DNS server 8.8.8.8 Yes, if separated by a space Yes

NTP server † Two of the following:

 o 0.pexip.pool.ntp.org

 o 1.pexip.pool.ntp.org

 o 2.pexip.pool.ntp.org

 o 3.pexip.pool.ntp.org

Yes, if separated by a space Yes

Web administration username admin No No ‡

Web administration password <no default> No Yes

Enable incident reporting 
(yes/no)

<no default>  Yes

Send deployment and usage 
statistics to Pexip (yes/no)

<no default>  Yes

* These defaults apply only if your network does not have DHCP enabled. If DHCP is enabled, the defaults will be those allocated by the 
DHCP server. The addresses you enter using this wizard will be assigned as static IP addresses.

† The NTP server must be accessible by the Management Node at the time the startup wizard is run. Installation will fail if the 
Management Node is unable to synchronize its time with an NTP server.

‡ After they have been configured, do not attempt to change these settings by any other means. To change these settings, you must re-
run the installation wizard.
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The installation will begin and the Management Node will restart using the values you have configured.
When the Management Node has restarted the console will display a login prompt:
<hostname> login:
At this point you can close the console. All further configuration should now be done using the web interface.
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Next steps

Accessing the Pexip Infinity web interface
After you have run the installation wizard, all further configuration should be done using the Pexip Infinity web interface, which is 
hosted on the Management Node. To access this:

 1. Open a web browser and type in the IP address or DNS name that you assigned to the Management Node using the installation 
wizard (you may need to wait a minute or so after installation is complete before you can access the web interface).

 2. Until you have uploaded appropriate TLS certificates to the Management Node, your browser may present you with a warning 
that the website's security certificate is not trusted. You should proceed, but upload appropriate TLS certificates to the 
Management Node (and Conferencing Nodes, when they have been created) as soon as possible.
The Pexip Infinity Conferencing Platform login page will appear.

 3. Log in using the web administration username and password you set using the installation wizard.

You are now ready to begin configuring the Pexip Infinity service and deploying Conferencing Nodes.

Before you can begin to use the Pexip Infinity service, you must:

 l configure the Pexip Infinity
 l configure your call control system
 l disable EVC in VMware (VMware environments only)

Brief details of how to perform these steps are given below. For full information on how to perform these and other tasks, refer to 
the Pexip Infinity Administrator Guide, which is available either by clicking the Help link in the top right corner of the Pexip 
Infinity web interface, or as a PDF from the Pexip website at http://pexip.com/pexip-infinity-administrator-guide.

Configuring the Pexip Infinity platform
From the Pexip Infinity web interface, you must:

Task Notes

Add licenses
(Platform configuration > Licenses)

You must install a system license and sufficient concurrent port 
licenses before you can place calls to Pexip Infinity Virtual Meeting 
Rooms.

Add details of a VM manager (VMware environments only)
(System configuration > VM Managers)

This is the address of the application you will use when automatically 
deploying your Conferencing Nodes. It will be your vCenter Server, 
or if you are not using vCenter, it will be vSphere on the ESXi host.

Add a system location
(Platform configuration > Locations)

These are labels that will allow you to group together Conferencing 
Nodes that are in the same datacenter.

Deploy Conferencing Nodes
(Platform configuration > Conferencing Nodes)

These handle the call signaling and media and will get their Virtual 
Meeting Room settings from the Management Node.

Add Virtual Meeting Rooms and/or Virtual Auditoriums
(Service configuration > Virtual Meeting Rooms)
(Service configuration > Virtual Auditoriums)

This will include any PINs required to access the conference.

Add one or more aliases for each Virtual Meeting Room and 
Virtual Auditorium
(done while adding the Virtual Meeting Room or Virtual Auditorium)

A Virtual Meeting Room or Virtual Auditorium can have more than 
one alias. 

Upload TLS certificates
(Platform configuration > TLS certificates)

You must install TLS certificates on the Management Node and each 
Conferencing Node. TLS certificates are used by these systems to 
verify their identity to clients connecting to them.

http://pexip.com/pexip-infinity-administrator-guide
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Configuring call control 
From your call control system you must configure a trunk or neighbor zone towards each of the Conferencing Nodes. For full 
information, refer to:

 l Pexip Infinity and VCS Deployment Guide or

 l Pexip Infinity and Microsoft Lync 2013 Deployment Guide.

Disabling EVC in VMware 
We strongly recommend that you disable EVC (Enhanced vMotion Compatibility) for any ESXi clusters hosting Conferencing Nodes 
that include a mix of old and new CPUs. If EVC is enabled on such clusters, the Pexip Infinity platform will run more slowly because 
the Conferencing Nodes will assume they are running on older hardware.

For more information, see the Pexip Infinity Administrator Guide section on Enhanced vMotion Compatibility (EVC).

To disable EVC:

 1. Log in to vCenter Server using either the vSphere desktop or web client.

 2. Display the cluster in the inventory.

 3. Right-click the cluster and select Edit Settings.

 4. In the left panel, select VMware EVC.
The dialog box displays the current EVC settings.

 5. Select Change EVC Settings.

 6. Select Disable EVC.

http://pexip.com/pexip-infinity-vcs-deployment-guide
http://pexip.com/pexip-infinity-microsoft-lync-deployment-guide
http://pexip.com/pexip-infinity-administrator-guide
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